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Digital Electronic Level 0.001MM/M — HTLV-H Series 

The display screen can be rotated by 150 degrees. 

 

Straightness & Flatness Measurement 

 
Bundled software plots straightness, flatness, parallelism and guide-rail distortion. 

Optional Bases 

 
U-Shaped Hole Base 

 
Big V-Shaped Base (150–500MM) 

 
Double Hole Base 
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Marble Bridge Plate  

Cast Iron Base 

 
Adjustable Bridge Plate 

 

Technical Specifications 

Technical Specifications HTLV-H (MINI) 

Measurement accuracy First Gear = 0.01MM/M   Second Gear = 0.001MM/M 

Measurement error ≤ One number 

Display range 0~±2500 

Indication error ±(1+A×2%)Δ, where A is the absolute value of the nominal value at 
a specific position 

Digit stabilization time < Five seconds 

Transmission mode/distance 433MHz, Bluetooth 

Battery specification/standby time 21700 Lithium-ion battery, 3.7V / 80h 

Operating environment temperature 20°C ~ ±2°C 

Mark analysis software Can measure flatness, straightness, parallelism, and guide rail 
distortion 

Product net weight 1.7KG 

 
  



HITECH TOOLS AND INSTRUMENTS 

Precision Machine Tool Levels & Measurement Systems 

HITECH TOOLS AND INSTRUMENTS 
A: 11/17, Narayan Dhuru cross lane, Daga chambers ground floor, Mumbai-400003 

T: 022-40222242/43   |   MSME: UDYAM-MH-19-0030426   |   GST: 27AAEFH0649C1ZQ 
W: www.hitech-tools.co.in   |   E: hitechti2013@gmail.com 

Bluetooth Electronic Bar Level — HTLV-150H 

 
Dimensions: 150MM (L) x 45MM (W) x 48MM (H) 

 
Digital display closeup 

 
Multi-unit Bluetooth pairing 

 
Aluminum carry case 

Product Features 

▪ Complies with the national metrological verification regulation JG for electronic levels. 

▪ The unit displayed on the screen represents the angle and slope of the measurement value. 

▪ Equipped with a longitudinal bubble to indicate the tilt angle and a V-shaped groove, suitable for use on cylinders 
(cylinder diameter 19.3~115.9MM). 

▪ The Bluetooth version comes with a mobile app, which connects to the phone via built-in Bluetooth with a 
transmission distance of 10M. One phone can simultaneously connect to four levels (under conditions without 
obstruction and electromagnetic interference). 

▪ Powered by a lithium battery, providing up to 80 hours of continuous operation in standby mode. 

▪ Net weight: 1KG 

Optional Non-Bluetooth Version — HTLV-150H 

 
HLV-150: same mechanical design without the Bluetooth wireless module. 
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Dual-Axis Electronic Level 

 

Product Features 

▪ Net Weight: 1.2KG 

▪ Dimensions: 100 x 100 x 98MM 

▪ Direct reading, making surface measurement simpler and more convenient 

▪ Built-in retractable carrying handle 

▪ Measurement Accuracy: 0.005MM/M 

▪ Easy operation; automatic calibration procedure compensates for zero error 

▪ Separate measurement and display, easily monitor level status with one hand 

▪ Dual-axis digital bubble display, intelligently generates leveling data; quadrant reference and adjustment direction 
prompts, tilt angle and displacement offset displayed simultaneously 

▪ Power: rechargeable lithium-ion battery, provides up to 80 hours of continuous operation 

Standard Configuration 

▪ 1 main unit (magnetic base optional) 

▪ 1 power adapter 

▪ 2 lithium-ion batteries 

▪ 1 aluminum case 

▪ 1 handheld display 

 
Handheld display 

 
Standard aluminum case 

 

Machine Tool Leveling Measurement 
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Verticality Measurement Electronic Level Gauge 

 

 
Handle connection port 

 
Mounted on machine tool vertical face 

 

Product Features 

▪ Display range: 0~±2500 (digits). One digit corresponds to the resolution value of the corresponding range of the 
digital level gauge. Beyond this range the digits will flash. The above range is for Range II; the display range for 
Range I is not less than 600 digits. 

▪ Optional accuracy: 0.01MM/M, 0.005MM/M 

▪ Can measure the vertical surface of machine tools 

▪ Bluetooth wireless connection to computer measurement software for verticality calculation 

▪ Reading stabilization time: ≤10 seconds 

▪ Zero error: ≤1 digit 

▪ Output interface: 433M wireless serial port 

▪ Power supply: rechargeable lithium battery, providing up to 80 hours of continuous operation 

▪ Dimensions: 166 x 47 x 161MM 

▪ Net weight: 2.7KG 

Standard Configuration 

▪ 1 main unit 

▪ 1 power adapter 

▪ 1 control handle 
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▪ 4 lithium batteries 

▪ 1 433M wireless serial port 

▪ Included dual-end calculation software 

 
Standard aluminum case 

 
Verticality measurement software 
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Magnetic Electronic Level 

 
Magnetic Electronic Level 

 
Hole-mounted base 

 

Technical Parameters 

▪ Display Range: 0~±2500 (digits). One digit corresponds to the resolution value of the respective range of the digital 
level. Beyond this range the digits will flash. The above range is the display range for Range I, with a display range 
of no less than 600 digits. 

▪ Selectable Resolution: 0.01MM/M, 0.005MM/M 

▪ Indication Error within Measurement Range: ±(1+A×2%)Δ — Note: A is the absolute value of the nominal value at 
the calibration position 

▪ Drift: ≤6 digits/4H; 3 digits/H (Range II) 

▪ Reading Stabilization Time: ≤10 seconds 

▪ Zero Error: ≤1 digit 

▪ Output Interface: 433 wireless receiver 

▪ Power: rechargeable lithium-ion battery, provides up to 48 hours of continuous operation 

▪ Dimensions: 166 x 47 x 128MM 

▪ Net Weight: 1.7KG 

Magnetic Base 

Optional Accuracy 

Specification Accuracy 

HTW10H 0.005MM/M 

HTW11H 0.001MM/M 
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Electronic Level Base Selection — HTLV-H Series 

Level Measuring Base with Screw Holes (Granite) 

 
C/MM B/MM A/MM H/MM Weight/KG Model Specification 

50 56 150 25 1.36 HTLV H11 50-STO 

100 56 150 25 1.36 HTLV H11 100-STO 

150 60 150 32 1.4 HTLV H11 150-STO 

200 60 200 32 1.4 HTLV H11 200-STO 

300 60 300 35 2.3 HTLV H11 300-STO 

 

Conventional: Other Surfaces Chrome-Plated / Cast Iron (CL) 

 
Hole-mounted clamp base 

 

 
 

Quick-release clamp base 

 
 

"Three-Po" clamp base — prismatic contact surface for shaft diameters 150–550mm 

Base Length L/MM Weight/KG Model Specification 

120 3.4 HTLV H11 120-CL 

150 4.2 HTLV H11 200-CL 

 


